Conti Coach HA3
Coach All-Position

Continental offers the right tire for every application and type of terrain. Whether you need to take the highway, regional roads, city traffic or even venture off road, our premium tires for trucks and buses are engineered to suit your specific application needs.
Coach All-Position

- Outstanding wet traction and handling through customized tread design.
- Optimized pressure distribution across the footprint provides outstanding mileage and uniform wear.
- Enhanced ride comfort through quiet running tread.
- Durable casing for premium retreadability and enhanced mileage.
- Premium, all-position or steer tire optimized for long distance travel.

Applications
Long haul, over the highway steering and all-position use, for coach and large RV use.

Segment
People

### Coach All-Position

<table>
<thead>
<tr>
<th>Tire Size</th>
<th>Load Range</th>
<th>Article Number</th>
<th>Static Loaded Radius IN (MM)</th>
<th>Overall Inflated Width IN (MM)</th>
<th>Approved Rim(s)</th>
<th>Minimum Dual Spacing IN (MM)</th>
<th>Revs Per Mile (Km)</th>
<th>Tire Weight LB (KG)</th>
<th>MAX LOAD@INFLATION</th>
</tr>
</thead>
<tbody>
<tr>
<td>255/70R22.5 * H</td>
<td>05140400000</td>
<td>15 75</td>
<td>170 (431)</td>
<td>10.2 (258)</td>
<td>750, 8.25</td>
<td>11.3</td>
<td>569</td>
<td>91</td>
<td>5510 120 5070 120</td>
</tr>
<tr>
<td>275/70R22.5 * J</td>
<td>05140390000</td>
<td>15 75</td>
<td>176 (448)</td>
<td>10.8 (275)</td>
<td>8.25, 750</td>
<td>12.4</td>
<td>550</td>
<td>112</td>
<td>6940 130 6955 130</td>
</tr>
<tr>
<td>315/80R22.5 * L</td>
<td>05110750000</td>
<td>17 75</td>
<td>197 (501)</td>
<td>12.4 (35)</td>
<td>900, 8.25</td>
<td>13.8</td>
<td>488</td>
<td>141</td>
<td>9090 130 8270 130</td>
</tr>
</tbody>
</table>

Note - Rim listed first is the measuring rim. Minimum Dual Spacing calculated without chains. * - ECE Certified # - Exceeding the lawful speed limit is neither recommended nor endorsed. Overall widths will change 0.1 inch (2.5 mm) for each 1/4 inch change in rim width. Minimum dual spacing should be adjusted accordingly. 315/80R22.5 tires used on 8.25” rims are restricted to a maximum of 7610 lbs at 120 psi. Continental Tire the Americas, LLC reserves the right to change product specifications at any time without notice or obligations. Please consult rim manufacturers load and inflation limits. Never exceed rim manufacturers limits without permission of component manufacturer.